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Technical requirement -
le[he cables are made of lerman satandard FLRY-B type wiress which can
wishstand temperatures ranqing from -40T+0l05T
7o W!‘OP the exterior of the wire harness completely with black velvet tapes
Je The wire numbers are printed on the wires at intervals of [Dmm by a spray
coders and the wire numbers are clear and reliables
d¢ The wire harness complies with the requirements of ac/T 29106-2014;
5¢ Permanent waterproof labels are affixed fo the main connectors of the wire
harnesss including the wire harness drawing numbers names version numbers
production dates and supplier informations etcs
6ellnless otherwise specifieds the view direction shall be as shown in the
following figure (when the pin numbers of the connecfor do not match the views
the view direction shall Drevoit)g
éj< 8eWiring harness pProtection refers fo the following itemse
- [ Velcro tape pattern wropping V] Nyton woven mesh
Ts The requirements for the fwisted wire are as shown in the figure [ Velcro tape doft WFODP'”Q Ml PVC hose
below: 40 twists per meters and the anti—loose wrapping of the fwisted I Cloth tape full mep”@‘ Ml SEH*WFGDPIHQ textile sleeve
wire should comply with the content specified in section 4e5eH of " Cloth tape patfern wrapping K Aluminum foil tape full wrapping

QC/T29106-2014; V ALL wrapped with duct tape

rap the tape aroun
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‘Pi*ch25mm XGA40XPLWDBI-08 10l Anti—collision cab wire harness (Kami + Light rain sensor)




